Kukon Talviturnee

CEGEI

BUILTFORBOWLING
Oil Pattern Distance: 37 Feet Reverse Brush Drop: 34 Feet Oil Per Board: 45 uL
Forward Oil Total: 11.88 mL Reverse Oil Total: 10.395 mL Volume QOil Total: 22.275 mL
Forward Boards Crossed: 264 Boards Reverse Boards Crossed: 231 Boards Total Boards Crossed: 495 Boards

O o0
Start  Stop Loads Speed Crossed Start End Fest T.0il .
132 2R 2 14 74 00 18 18 3330 Conditioner:
2 4 SR 1. 14 32 18 38 19 1aa0 | Typelnor Select 55
3 8L 7R 2 14 52 38 77 38 2340 One
S N PC AL I
6 12L  11R 1 13 18 167 182 25 810 Type Ir(])orSeIect
T o2 2R o 18 D 182 24D 43 o ne
8 2L 2R 0 22 0 240/ 350 10 0
9 2L 2R 0 30 0 350 370 20 0 45
Forward
Reverse
Forward Reverse 1 Mare
I 5
Start Stop Loads Speed Crossed Start End Feet T.0il .
1 2L 2R o 30 0 370 300 -70 o Combined
2 13L 12R 1 22 16 2300 265 -31 720 -
3 10L 3R 3 12 66 269 133 -76 2970
4 7L 7R 2 18 B4 153 1432 -51 2430 Buff
5 6L ER 2 12 Bg 142 %1 -B1 2610
6 2L 2R 1 14 37 51 72 -19 186k 25
T2l 2R 0 14 0 72 00 -72 0
15
Farward Reverse - Mare
<p>  WINDING ROAD - 2839 | This oil pattern uses a distance of 39 feet
with very little downlane help to guide the ball into the pocket. Because of the
lower ratios towards the end of pattern, the greatest factor on how the
WINDING ROAD will play is the lane surface and how the bowlers breakdown 5
the pattern. The WINDING ROAD could play more inside or it could play more
outside but the player who figures it out will straighten out the WINDING
ROAD!</p>
ltem IL-7L:1BL-18R BL-12L:18L-18R 13L-17L:18L-18R 18L-18R:17R-12R 18L-18R:12R-ER 18L-18R:7R-3R
Description Outside Track:Middle  Middle Track:Middle | Inside Track:Middle  Middle: Inside Track Middle:Middle Track  Middle:Dutside Track
Track Zone Ratio 3.3 132 1 1 117 3.65
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